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DETAIL A
SCALE 1 : 4

INSTALLATION INSTRUCTIONS:
1) ASSEMBLY CAN BE MOUNTED ON EITHER 
HEAD.
2) FILTER HEAD CAN BE ROTATED EVERY 45 .
3) INSTALL THE (3)625-7754 SPACERS BETWEEN 
CYLINDER HEAD AND BRACKET, FIG A.
4) INSTALL USING THE (3)3/8-16 x 1-3/4 LONG 
BOLTS AND WASHER, FIG B.
5) TORQUE TO 30 FT. LBS..
6) SUPPLIED WITH (2)-12 AN PLUGS, FIG C.
7) NOT SUPPLIED WITH INLET OR OUTLET 
FITTINGS.

A

B

C

www.hardin-marine.com

FITTINGS SOLD SEPARATELY:
552-980011 -10 AN TO -12 ORB
552-980012 -12 AN TO -12 ORB
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PURPOSE WITHOUT WRITTEN  CONSENT OF HARDIN MARINE INC.. BREACH OF THIS CONTRACT WILL HOLD ........ AND IT'S PRINCIPALS LIABLE FOR LOSS AND DAMAGES.
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HOSE DIAGRAM
A) HOT OIL FROM ENGINE. CAN EITHER BE 
FROM ENGINE OR EXTERNAL OIL PUMP.
B) COOL FILTER OIL BACK TO THE ENGINE. 
C) HOT OIL TO OIL COOLER.
D) COLD OIL FROM OIL COOLER.
E) 1/8 NPT OIL PRESSURE PORT.
F) (3)1/8NPT OIL PORTS THAT ARE COLD-
FILTER OIL. CAN BE USED FOR SPRING 
OILERS AND TEMPERATURE PORT.
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HORIZONTAL THERMOSTATIC FILTER 
HEAD-SINGLE COOLER HOSE DIAGRAM
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HOSE DIAGRAM
A) HOT OIL FROM ENGINE. CAN EITHER BE 
FROM ENGINE OR EXTERNAL OIL PUMP.
B) COOL FILTER OIL BACK TO THE ENGINE. 
C) HOT OIL TO OIL COOLER.
D) COLD OIL FROM OIL COOLER.
E) 1/8 NPT OIL PRESSURE PORT.
F) (3)1/8NPT OIL PORTS THAT ARE COLD-FILTER 
OIL. CAN BE USED FOR SPRING OILERS AND 
TEMPERATURE PORT.
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HORIZONTAL THERMOSTATIC FILTER 
HEAD-DUAL COOLER HOSE DIAGRAM
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