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INSTALLATION INSTRUCTIONS:
1) APPLY OIL TO ALL 4 O-RINGS.
2) 625-1131 IS INSTALLED INTO FIG. A GROOVE.
3) 625-1236 IS INSTALLED INTO FIG. B GROOVE.
4) BOTH 625-1011 O-RINGS ARE INSTALLED ON THE BOTTOM SIDE WERE 
THE BOLTS SLIDE INTO THE ADAPTER.
5) APPLY RED LOCTITE TO THE 5/16 BOLTS. USING 1/2 SOCKET TORQUE 
TO 20-25 FT. LBS..
6) OIL ADAPTERS COME ANODIZE BLACK, NOT AS COLORED SHOWN.

A

B

3

4

1

2

5

6

ENGINE
BLOCK

 .875 
GEN 4 OIL ADAPTERS 
EXTENDED UP INTO THE  BLOCK 
OIL CAVITY. GEN 5/6 ARE FLAT.  45° 

3/4 HOT OIL OUT

3/4 NPT COOL OIL IN

THIS DRAWING IS CONFIDENTIAL AND IS SUPPLIED ON EXPRESS CONDITION THAT IT SHALL NOT BE LENT, COPIED OR DISCLOSED TO ANY OTHER PERSON OR USED FOR ANY OTHER 
PURPOSE WITHOUT WRITTEN  CONSENT OF HARDIN MARINE INC.. BREACH OF THIS CONTRACT WILL HOLD ........ AND IT'S PRINCIPALS LIABLE FOR LOSS AND DAMAGES.

www.hardin-marine.com
625-7911 GEN 4 OIL RING KIT WILL FIT BOTH HARDIN MARINE 
AND KE PERFORMANCE OIL ADAPTERS.

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 625-7920 GEN 4 OIL ADAPTER 1
2 625-1011 O-RING 2
3 625-1131 O-RING 1
4 625-1236 O-RING 1
5 90031AN-STSS WASHER, 5/16 AN 2
6 90031C375HHS BOLT, HHCS, 5/16-18x3.75 2

3/4 NPT SIDE INLET OIL ADAPTER - GEN 4 
BBC & SBC
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