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625-2440 V-BELT  
SOLD SEPARATELY

421-215 3 GROOVE 
CRANK PULLEY

INSTALLATION INSTRUCTIONS:
1) INSTALL 5/16 NUT, FIG. A,  INTO THE BACK OF THE MOUNTING BRACKET, FIG. B.
2) INSTALL 3/8 BOLTS WITH WASHERS INTO MOUNTING BRACKET. 
3) INSTALL SPACERS, FIG. C, BETWEEN BRACKET AND CYLINDER HEAD. INSTALL 
BRACKET. USING 5/16 ALLEN SOCKET TORQUE BOLTS TO 30 FT.LBS..
4) USING 1/2 WRENCH INSTALL POWER STEERING PUMP TO THE BRACKET.
5) INSTALL V-BELT AND TIGHTEN BOLTS.
6) ATTACH -6 JIC HIGH PRESSURE LINE OUTLET TO FIG. D.
7) ATTACH -6 JIC LOW PRESSURE LINE FROM COOLER TO FIG. E.
8) IF USING WITH EXTERNAL POWER STEERING RESERVOIR, PURCHASE 625-8171 
DUMP CAP TO CONNECT TO RESERVOIR. CAP OFF THE LOWER PRESSURE RETURN. 
COME OUT OF THE OIL COOLER AND RETURN THE RESERVOIR.
9) USE GM POWER STEERING FLUID.
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